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21453

PETERBOROUGH PUB. LIB. - ADD'N & ALTERATIONS

345 AYLMER STREET
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LANDSCAPE ARCHITECTS
LANDSCAPE DESIGN, CONSULTATION

& PROJECT MANAGEMENT

DANIEL J. O'BRIEN
& associates ltd.

180 MARY STREET
PORT PERRY, ONTARIO
L9L 1B7

TEL: 905-985-4466
WEB: www.obrien

associates.ca
EMAIL: danielobrien

associates @ bellnet.ca
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PROPOSED WALKWAY
(4.0x1.5m) TO EXISTING

BOOK DEPOSIT TO BE
POURED IN PLACE
CONCRETE PAVING

(SEE DETAIL)

RELOCATED BIN AND
CONCRETE CURBS

TWO (2) NEW BOLLARDS
TO PROTECT GAS METER

(BY OTHERS)

EXISTING CONCRETE
WALKWAY TO REMAIN

AS IS (TYPICAL)

EXISTING CONCRETE
WALKWAY TO REMAIN

AS IS (TYPICAL)

EXISTING LAWN AREA TO
REMAIN AS IS (TYPICAL)

ENCLOSED MECHANICAL AREA
(4.0x7.5m) TO BE POURED IN
PLACE CONCRETE PAVING
(SEE DETAIL) w/ METAL
FENCE AND ENTRY GATE
(6'-0" HIGH)(SEE DETAIL)

SUNKEN COURTYARD AREA TO
REMAIN AS IS WITH:
EXISTING CONCRETE RETAINING
WALL, EXISTING SLOPE AND
ROCKERY RETAINING
(NOTE: NEW PLANTING PER
PLANTING PLAN L-3)

MAIN ENTRY AREA TO BE BRICK
PAVING AS FOLLOWS w/ CONCRETE
SUB-BASE (SEE DETAIL):
- MATERIAL: ARTLINE
- SUPPLIER: UNILOCK
- COLOUR: GRANITE FUSION
- SOLDIER COURSE/BANDS TO BE
  17" WIDE w/ 4"x17" & 7"x17" PIECES
  (BANDS TO MATCH BUILDING)
- INFILL AREA TO BE STAGGERED
  RANDOM LAYOUT OF 4" & 7" WIDE
  ROWS & 6,10,13 & 17" LENGTHS

POURED IN PLACE CONCRETE
PEDESTRIAN WALKWAY
(SEE ENLARGEMENT PLAN/L-2
FOR DETAILED WIDTHS)(SEE DETAIL)

BRICK PAVING SOLDIER COURSE/
BANDS (@3600mm O.C.) TO BE
17" WIDE w/ 4"x17" & 7"x17" PIECES
w/ CONCRETE SUB-BASE
(SEE DETAIL)

PEDESTRIAN WALKWAY INFILL TO
BE POURED IN PLACE CONCRETE
PAVING (SEE DETAIL)
(NOTE: MAIN WALKWAY TO BE
MINIMUM 5'-6"-1676mm CLEAR
FROM BUILDING FACE)

PEDESTRIAN WALKWAY TO BE
POURED IN PLACE CONCRETE
PAVING (SEE DETAIL) w/ (2)
BICYCLE RACKS (SEE DETAIL)

PRECAST RETAINING WALL TO BE
'SIENNA STONE' BY UNILOCK
(TO BE SET BACK 300mm FROM
PROPERTY LINE)(SEE DETAIL)

METAL FENCE (6'-0" HIGH) TO BE
SET ALONG FRONT (LIBRARY SIDE)
OF PROPOSED RETAINING WALL
(SEE DETAIL)

PROPOSED NEW EXIT
LANDING AND STAIRS

(SEE ARCH. DWGS.)

POURED IN PLACE
CONCRETE PEDESTRIAN

WALKWAY (SEE
ENLARGEMENT PLAN/L-2
FOR DETAILED WIDTHS)

(SEE DETAIL)

EXISTING INTERLOCKING
BRICK AREA/CONCRETE
CURB AREA TO REMAIN

AS IS (TYPICAL)

HANDICAP ACCESSIBLE VAN
DROP OFF AREA (8.0m LENGTH)

EXISTING
BUILDING

EXISTING
BUILDING

(2) HANDICAP ACCESSIBLE
PARKING SPACES (6.0m LENGTH)

(3) STANDARD VEHICULAR
PARKING SPACES (6.0m LENGTH)

(2) STANDARD VEHICULAR
PARKING SPACES (6.0m LENGTH)

OPTIONAL:
RAIN GARDEN OVERFLOW
OUTLET AREA (3 LOCATIONS)
(1.5m x2.7m)

PROPOSED LIGHT STANDARD
PER MUNICIPAL STANDARDS
(TYPICAL)
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ls
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ENCLOSED BICYCLE
STORAGE AREA (4.0x3.3m)

TO BE POURED IN PLACE
CONCRETE PAVING (SEE

DETAIL) w/ BICYCLE RACK
(SEE DETAIL), METAL

FENCE AND ENTRY GATE
(6'-0" HIGH)(SEE DETAIL)

BARRIER FREE CONCRETE
ACCESS RAMP AND STEPS
TO ENTRY DOOR
(SEE ARCH. DWGS.)

PEDESTRIAN WALKWAY (4'-0" WIDE)
TO BE POURED IN PLACE
CONCRETE PAVING
(SEE DETAIL)

BARRIER FREE RAMP AND NEW
SIDEWALK TO HANDICAP PARKING
SPACES TO BE POURED IN PLACE
CONCRETE PAVING (SEE DETAIL)

EXISTING CONCRETE WALKWAY
TO REMAIN AS IS (TYPICAL)

EXISTING MUNICIPAL CONCRETE
SIDEWALK TO REMAIN AS IS

(2) TWO BENCHES (SEE DETAIL)
AT MAIN ENTRY LANDING

EXISTING STAIRS TO
REMAIN (TYPICAL)

RELOCATED SERVICING
(SEE ENGINEERING DWGS)

Appendix B




